Overview

The rechargeable batteries are lead-lead dioxide systems. The dilute sulfuric acid electrolyte is
absorbed by separators and plates and thus immobilized. Should the battery be accidentally
overcharged producing hydrogen and oxygen, special oneway valves allow the gases to escape
thus avoiding excessive pressure build-up. Otherwise, the battery is completely sealed and is,
therefore, maintenance—free, leak proof and usable in any position.

Battery Construction

Component | Positive plate | Negative plate | Container | Cover| Safety valve Terminal Separator | Electrolyte
Raw material | Lead dioxide Lead ABS ABS Rubber Copper Fiberglass | Sulfuric acid
General Features Battery Specification
e Absorbent Glass Mat (AGM) technology for efficient gas
recombination of up to 99% and freedom from .
. . Nominal Voltage 12V
electrolyte maintenance or water adding.
» Not restricted for air transport-complies with IATA/ICAO B‘Zg:;e[i?z =l 5 yearg
Special PrQV|S|on A67. Nominal Capacity 77°F (25°C)
* UL-recognized component. 20 hour rate (0.36A, 10.5V) 7.0Ah
¢ Can be mounted in any orientation. 10 hour rate (0.69A, 10.5V) 6.7AN
e Computer designed lead, calcium tin alloy grid for high 5 hour rate (1.16A, 10.5V) 5.6AN
power density. 1 hour rate (4.80A, 9.6V) 4.6Ah
e | ong service life, float or cyclic applications. Internal Resistance
* Maintenance—free operation. Fully Charged battery 77°F (25C) 28mOhms
o Low self discharge. Self-Discharge
* Case and cover available in both standard and flame 3% of capacity declined per month at 20C (average)
retardant ABS. Operating Temperature Range
Discharge -20~60C
Charge -10~60C
. . . Storage -20~60C
Dimensions and Welg ht Max. Discharge Current 77°F(25°C) 105A(58)
) Short Circuit Current 350A
Lgngth(mm / inch) 151/5.94 Charge Methods: Constant Voltage Charge 77°F (25°C)
Wldth(mm / InCh) 65/2.56 Cycle use 2.30-2.35VPC
Height(mm /inch) 94/3.70 Maximum charging current 2.88A
Total Height(mm / inch) 100/ 3.94 Temperature compensation -30m\V/C
Approx. Weight(Kg / Ibs) 220/4.84 Standby use 2.23-2.27VPC
* Weight deviation: + 5% Temperature compensation -20mV/C
15141 6541 Discharge Constant Current (Amperes at 77°F25°C)
[ | - = =
| 160V 300 188 153 850 4.80 188 125 071 038
i P 1665V 284 179 146 815 463 182 120 070 038
E 170V 268 170 139 7.86 444 176 116 0.70 037
: 175V 252 160 132 756 425 169 112 069 0.36
‘ 180V 235 151 125 718 404 164 110 067 0.35
I I
Discharge Constant Power (Watts at 77°F25°C)
ol
Qﬁl 160V 533 358 281 155 118 930 513 368 238
. 165V 507 340 270 149 113 890 502 359 234
‘ 08 6.35 0.8 170V 481 322 259 143 108 853 4.89 349 230
H— : Y 175V 456 304 248 137 104 828 473 338 225
180V 431 286 238 132 100 7.90 458 327 219

terminal
F1 (0.187)
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terminal (optional)
F2 (0. 250)
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(Note)The above characteristics data are average values
obtained within three charge/discharge cycles not the mimimum
values.All data shall be changed without notice, Vision reserves
the right to explain and update the information contained hereinto.
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§ Testing conditions:floating voltage:2.27 to 2.30V Cell e 100°%D.OD | 50%D.OD 30% Depth of discharge
o ambient temperature: 25°C(77°F)
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FOR MORE INFORMATION

Visit our website: www.azamenterprises.com




