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UPS-0080



CAPACITY
PART NO
INPUT
Nominal Input Voltage

Operating  Frequency Range
Power Factor
OUTPUT
Output Voltage 
Output Frequency 
Crest Factor
Efficiency
Harmonic Distortion
BATTERY
Battery Voltage
SYSTEM FEATURES
Over Load
LED Display
LCD Display
Communication Interface
ENVIRONMENT
Operating Temperature
Stoarge Temperature
Humidity Range
Altitude
Nosie Level
PHYSICAL
Dimension, D xW x H (mm)
Net Weight
Shipping Weight
STANDARDS
Safety
EMC
Performace

20KVA/16KW

UPS-0066

380/400 (  20%), (3Ph+N+PE)

 50/60Hz  (   5%)

>0.97*

220 (   1%)

50/60Hz  (   0.5%)

3:1(Max)

Up to 86%

<2% (Linear load)

192

0 (Linear mode - Battery mode)

110%<Load< 150%1min;>150%/200ms, to Bypass

Low battery voltage, Mains status, Inverter, Bypass, UPS failure, Overload 

I/O voltage, Frequency, Battery voltage, Load percentage, Internal temperature 

RS232, RS485, EPO, Dry contact, SNMP (Optional)

0~40

-25~55

0~95%(Non-condensing)

<1500

<60

305 x 585 x 864 

145

155

IEC/EN 62040-1: IEC 62477-1

IEC/EN 62040-2; IEC 61000-4-2; IEC 61000-4-3;IEC 61000-4-4;IEC 61000-4-5,IEC 61000-4-6,IEC 61000-4-8 

IEC/EN 62040-3

EPI 20KVAMODEL

Operating  Voltage Range

-+
-+
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FOR MORE INFORMATION 
Visit our website: www.techorse.pk


